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GPU XGI™ Technology’s Volari™ Z11 
Memory Up to 64MB DDRII onboard
Resolutions 4:3 resolution up to 1600x1200 
@ 16M colours 70Hz n.i.
Wide Screen resolution modes
High performance 2D accelerator
PCI-Express 1x Bus Interface, Rev. 1.1
Standard VGA interface on 14-poles 
internal connector
Power supply +3.3VDC
Power consumption <2W
Dimensions 30x50,95mm

Available Size: 
up to 4GB

IDE Flash Disk

SECOMGM-Z11

VGA Controller Card for PCIe 
bus with Volari™ Z11 GPU by 
XGI™ Technology Inc.

Turn on Your Solution!
We will define with You a personal system!
Cabling will more easier with our advice. 
We are available to design and provide You customized cables for Your solutions.
Choose display with or without Touch Screen option. 
We are managing different types 
Make Your system reliable with RAM Modules that are available also in extended 
temperature version.
Complete all with Your favorite Operating System, we will pre load it.

Accessories
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Ordering Information
Please contact SECO 
or visit our website www.seco.it
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NVIDIA® CUDA™ technology •	
Premium DirectX 10 graphics with advanced digital display connectivity •	
Full 1080p HD video with true-fidelity 7.1 audio•	
Low TDP for thin thermal solution•	

Processor Intel® ATOM™ N270 CPU @ 1.6GHz
Chipset NVIDIA® ION™ MMP9 (embedded ION™)
FSB 533,667MHz
Memory	 up to 8GB on dual DIMM DDR3-1066
Graphic Controller	 integrated controller NVIDIA® GeForce 9400M
	 16x graphic cores
Video interface CRT / DVI / HDMI / LVDS
Resolutions (max)	 CRT up to 1920x1440
	 LVDS / DVI up to 1600x1200
	 HDMI up to 1920 x 1200
Full HD support
Mass Storage interface	 3 x S-ATA connectors
	 Compact Flash Socket
USB 8 x USB 2.0 standard ports + 2 x internal connectors
Ethernet 2 x Gigabit Ethernet interfaces
Audio	Triple Jack for HD Audio
	 SP/DIF Optical and coaxial connector
Expansion Slots	 1 x PCI 2.3
	 1 x PCI-express x1
	 1 x mini-PCIexpress
	 2 x serial ports
Power supply +12VDC power supply, ATX mode
FAN	 2x 3-pin headers (CPU and MCP), 
	 +12VDC and Tachometric signal
Temperature Operating: 	 0°C ÷ +70°C
	 Storage;	 -20°C ÷ +80°C
Dimensions 170 x 170 mm (6,7” x 6,7”)

Single Board Computer with Intel® Atom™ CPU and NVIDIA® 
ION™ MMP9 (embedded ION™) chipset on mini ITX form factor

SECOmITX-ION

Coming Soon
Available Q3
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Ordering Information
Please contact SECO 
or visit our website www.seco.it

Highly-integrated compact board•	
Low Power Consumption and low heat•	
16 graphics cores working parallel•	
Intel® Celeron® T3100 @ 1.9GHz, Dual Core®•	

Processor Intel® ATOM™ N270 CPU @ 1.6GHz
Chipset NVIDIA® ION™ MMP9 (embedded ION™)
FSB 533,667MHz
Memory	 up to 4GB on single SO-DIMM DDR3 socket
Graphic Controller	integrated controller NVIDIA® GeForce 9400M
	 16x graphic cores
Video interface CRT / DVI / HDMI / LVDS
Resolutions (max)	 CRT up to 1920x1440
	 LVDS / DVI up to 1600x1200
	 HDMI up to 1920 x 1200
Full HD support
Mass Storage interface	2 x S-ATA connectors
	 Compact Flash Socket
USB 4 x USB 2.0 standard ports + 2 x internal connectors
Ethernet Gigabit Ethernet interface
Audio	HD Audio interface
	 Standard Dual jack for Line Out, Mic In
	 Internal Line IN connector
Expansion Slots	1 x miniPCI-express
	 1 x serial ports (RS-232 / RS-485 configurable)
Power supply+12VDC power supply, ATX mode
FAN	 2x 3-pin headers (CPU and MCP), 
	 +12VDC and Tachometric signal
Temperature	Operating: 	 0°C ÷ +60°C
	 Storage;	 -20°C ÷ +80°C
Dimensions 120 x 120 mm (4,72” x 4,72”)

Single Board Computer with Intel® Celeron® Processor T3100 
and NVIDIA® MMP9 Embedded ION™ Chipset 
on nano-ITX form factor

SECOnITX-ION

Coming Soon
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